


a) Cap Included for top Joint.  



● Multichannel pipette compatible 
 
Inclusive of at least one-year warranty on parts and 
services. 
 

6 1 unit Laboratory Stomacher (Homogenizer) with 
Compatible AVR 
 
Minimum Specifications: 
● Optimal blending Volume: 5-80 mL  
● Variable blending speed (3-6-9-12 strokes/sec) 
● Variable blending time (1sec. - 1h or open 

running/countdown) 
● Adjustable blending power 
● With 50 stomacher bags 
 
Applications: 
● Food microbiology 
● Sterility tests of disposable products 
● Ideal for E. coli O157H7 
● Trichinella testing of pork 
● Microbiological or chemical residue detection in 

fibrous products 
● Industrial mixing (powder, polymer ...) 
● Evaluation of risks in drinking water by analysis of 

microscopic particulate analysis 
● Blending of bulky water filters (Cryptosporidium and 

Giardia parasites extraction) 
 
Inclusive of calibration and preventive maintenance 
services for at least two years, and at least two-year 
warranty on parts and services. 

350,000.00 350,000.00 

7 1 unit Top Loading Balance 
 
● Maximum Capacity : at least 2200 g 
● Resolution: 0.01 g 
● Repeatability : ± 0.01  g 
● Linearity :  ± 0.03 g 
● Settling time :  at most 1.5 s 
● Weighing pan dimensions:  about 160 mm diameter 
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